
CL

SCALE: NTS

CUTFILL

2% 2%

EXISTING GRADE

COMPACTED SUBGRADE

(SEE NOTE 2)

24’-0" (TYP)

VARIES 5’-0"  MIN.

GRADE

PROFILE 

SEE NOTE 3 (TYP)

(TYP)

1H:1V

SECTION

PAVEMENT 

ASPHALT

SEE TYPICAL

DETAIL A - TYPICAL CROWNED ROADWAY SECTION

(TYP)

1’-0" MIN.

(TYP)
2’-0" 

SEE NOTE 8 (TYP.)

UNC

CL

SCALE: NTS

GRADE

EXISTING 

COMPACTED SUBGRADE

VARIES

5’-0"  MIN.

SEE NOTE 1

SEE NOTE 3 (TYP)

(TYP)

1H:1V

SECTION

PAVEMENT 

ASPHALT

SEE TYPICAL

GRADE

PROFILE 

FILL CUT

(SEE NOTE 2)

24’-0" (TYP)

N

DETAILB - TYPICAL NON-CROWNED ROADWAY SECTION

(TYP)

1’-0" MIN.

(TYP)
2’-0" 

SEE NOTE 8 (TYP.)

SCALE: NTS

(2 LIFTS)

INTERMEDIATE COURSE

4" ASPHALT CONCRETE

PRIME COAT

TACK COAT

SUBGRADE

12" PREPARED

AGGREGATE BASE COURSE

17" GRADED CRUSHED

PAVEMENT SECTION

TYPICAL ASPHALT

(1 LIFT)

SURFACE COURSE

2" ASPHALT CONCRETE

 

    CONSTRUCTION.)

    AGGREGATE BASE COURSE 

    SECTION.  (SUBSIDARY TO 

    AS REQUIRED TO COMPLETE 

8. CONSTRUCT SUPPLEMENTAL GCA


